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Keyline S.p.A. CAMILLO BIANCHI

TECHNICAL FEATURES

Voltage

External Connections

Dimensions

Weight

     12V - 24W

     1 USB; 1 LAN

Width: 150 mm / Depth: 300 mm  
(330 mm with cables) / Height: 300 mm

     4.5 kg

* Function to be requested in addition to Camillo Bianchi Reader.

CAMILLO BIANCHI

The Camillo Bianchi Reader is the perfect solution for identifying 
single or double-sided flat profiles and dimple profiles. Thanks 
to a simple recognition system and a 7” display with intuitive 
interface, this process is quick and easy! Just place the key in the 
slot and the system will show the best references of the key blanks 
to be duplicated and the hook where they are located in only a few 
seconds. There are no buttons to push, no manuals to study and  
no personal computers to connect to! 

The Camillo Bianchi Reader is reliable, fast and complete: 
profile recognition is carried out by an immediate check of the 
compatibility of the profiles included in the selected databases, 
and that then are displayed graphically on screen, together with 
the list of manufacturers and their comparative codes.

The supplied databases are organized by geographical area, so  
as to make it possible to select the lists concerning the user’s  
own market. The position of key blanks can be managed from the 
display or from a personal computer, thanks to the import/export 
function of the hook database. 

For full customization it is also possible to activate the  
innovative self-acquisition function* for single and double-
sided flat profiles and dimple profiles. This function makes it 
possible to create a custom database containing the new blank 
profiles acquired directly from the user. Once installed, the self-
acquisition function is activated simply by identifying the profile 
that the user intends to add to the database, and setting its  
hook/location inside it. All this is done directly from the machine 
and with no need of a personal computer.

Anyone can use the Camillo Bianchi Reader easily, which is  
updated automatically through the Keyonline server in a few  
simple steps, and can become an essential tool for the  
management of one’s daily activities. 

Camillo Bianchi Reader is available in the versions: 

   Camillo Bianchi Reader - basic version, the self-acquisition  
   function can be activated exclusively by purchasing  
   separately the update software.

   Camillo Bianchi Reader Advance - version with self- 
   acquisition function activated.



Keyline S.p.A. CAMILLO BIANCHI

	 	 12	В	-	24	Вт

  1 USB; 1 LAN

Ширина:	150	мм	/	Глубина:	300	мм	(330	мм	с	кабелей)	/
Высота:	300	мм

	 	 4,5	кг

ТЕХНИЧЕСКИЕ ВОЗМОЖНОСТИ

Camillo Bianchi Reader -  это идеальное решение для идентификации  
плоских односторонних и двусторонних ключей и перфоключей.  
Благодаря	системе	мгновенного	распознавания	и	дисплею	на	7”	с	 
интуитивным	интерфейсом	этот	процесс	будет	быстрым	и	простым!	 
Достаточно	вставить	ключ	в	специальное	гнездо,	и	через	несколько	 
секунд	появятся	наиболее	подходящие	варианты	и	крючки,	в	которых	 
присутствует	заготовка	ключа	для	копирования.	Вам	не	надо	нажимать	 
ни	на	какие	кнопки,	изучать	руководства	или	подключать	компьютер!	

Camillo Bianchi Reader	-	это	надежная,	быстрая	и	полная	система:	 
распознавание	ключей	происходит	путем	мгновенной	проверки	 
совместимости	профилей,	имеющихся	в	выбранных	базах	данных,	 
после	чего	профили	отображаются	в	графической	форме	на	 
дисплее,	а	пользователю	предлагается	список	производителей	 
с	соответствующими	сравнительными	кодами.

Прилагаемые	базы	данных	группированы	по	географическим	 
зонам,	что	позволяет	выбрать	списки,	относящиеся	к	 
собственному	рынку.	Расположением	необработанных	 
профилей	(заготовок)	можно	удобно	управлять	с	дисплея	 
или	с	ПК	посредством	функции	импорта/экспорта	из	базы	 
данных	крючков.

Для	завершения	персонализации	продукта	можно	также	 
активировать	инновационную функцию самообучения*  
для плоских односторонних и двусторонних ключей  
и перфоключей.	Эта	функция	позволяет	создавать	 
индивидуальную	базу	данных,	которая	будет	содержать	 
новые	профили	заготовок,	снятые	непосредственно	 
пользователем.	После	установки	функции	автоматическое	 
распознавание	будет	выполняться	путем	простого	 
считывания	ключа,	который	вы	хотите	добавить,	с	указанием	 
положения/крючка.	Все	это	можно	выполнять	на	борту	 
машины	без	необходимости	подключения	компьютера.

Camillo Bianchi Reader	может	легко	использовать	любой	человек,	
система	автоматически	обновляется	через	сервер	Keyonline	за	 
несколько	простых	шагов.	Она	станет	незаменимым	инструментом	 
для	оптимальной	организации	вашей	ежедневной	работы.	

Camillo	Bianchi	Reader	предлагается	в	следующих	версиях:	
   Camillo Bianchi Reader	-	базовая	версия,	функция	
самообучения	активируется	только	при	дополнительной	покупке	
обновления	программы.
   Camillo Bianchi Reader Advance	-	версия,	включающая	
активную	функцию	самообучения.

Электрическое Напряжение

Внешние Порты

Размеры

Вес

*	Данная	функция	приобретается	дополнительно	в	обновлении	программы,	загружаемой	на	USB-накопитель.
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Keyline USA

Bianchi USA, Inc.

31336 Industrial Pkwy - Suite 3

North Olmsted, Ohio 44070, USA

T +1 440 716 8006

F +1 216 803 0202

TF +1 800 891 2118

info@keyline-usa.com

www.keyline-usa.com

Keyline Italia

Keyline Italia S.r.l.

Parco Leonardo

Via Francesco Borromini, 22

00054 Fiumicino (RM), Italy

T +39 06 4122 9822

F +39 06 4120 0981

info@keyline-italia.it

www.keyline-italia.it

Keyline UK

18 Beeston Court - Stuart Road

Manor Park - Runcorn - Cheshire

WA7 1SS - UK

T +44 (0) 1928 597 755

info@keyline-uk.co.uk

www.keyline-uk.co.uk

Keyline Shanghai

Bianchi 1770 Hardware Technology (Shanghai) Co. Ltd

比安奇五金技术（上海）有限公司

中国上海市虹口区黄浦路99号

上海滩国际大厦1505室

Room 1505, Shanghai Bund International Tower

No.99 Huangpu Road, Hong Kou District 200080

Shanghai P.R. China

T +86 021 5031 0980

F +86 021 5031 0981

info@keyline-shanghai.com

www.keyline-shanghai.com

Keyline Germany

Keyline GmbH

Uhlandstraße 31b

42549 Velbert, Germany

T +49 (0) 2051 807 4444

F +49 (0) 2051 606 9922

info@keyline-germany.de

www.keyline-germany.de

Bianchi 1770 Group Companies distributing Keyline products

Bianchi 1770 Group Representative Offices coordinating onsite distributors 

To find the distributor closest to your company,  
please send a request to:

Keyline

Keyline S.p.A.

Via Camillo Bianchi, 2 - P.O. Box 251

31015 Conegliano (TV) Italy

T +39 0438 202 511

F +39 0438 202 520

info@keyline.it

www.keyline.it

Keyline Japan

〒532-0011

大阪府大阪市淀川区西中島4-7-20

日宝新大阪第1ビル4階1号
Room 4F-1 Nippo Shin-Osaka Daiich Building

4-7-20 Nishinakajima, Yodogawa-ku Osaka City

Osaka 532-0011, Japan

T +81 6 4805 6969

F +81 6 4805 6900

info@keyline-japan.jp

www.keyline-japan.jp

CERTIFICATION UNI EN ISO 9001:2008


