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EASY



Key cutting machine for cylinder, car and cruciform keys, with two  
and four-sided reversible jaws, that provides an optimal grip. This  
system guarantees a safe start of the machine, thanks to the forward   
                 movement of the carriage, and is equipped with an independent  
                 switch for the brush and with a tempered tracer with depth  
                 adjustment. 
The plastic protection screen and the cabling and engines protected  
from accidental overloads by a relay complete the safety equipment  
of this machine.
         The Easy Quattro version is equipped with four-sided jaws to grip 
         all types of keys providing more comfort and ease of use.
Easy has a new design, more functional and modern, that simplifies  
and improves the user experience during all the cutting phases.  
Thanks to new and high-techlogical components, Easy becomes  
even more efficient, safe and adaptable to any workstation.  
         The restyling process has involved the replacement of some  
         elements including the carter, the knobs, the levers and the  
         power buttons, which enable better handling of the machine  
         allowing  greater stability and functionality during its use.

EASY

Keyline S.p.A. EASY

シリンダーキー、自動車キーと十字形	
キーのためのキーマシン、両面や四面	
バイス付きで最適な握力を提供する。
キャリッジが前進し、カッターを安全に	
操作できます。ブラッシング専用スイッチ	
および深さを調整できるトレーサーが	
装備されています。
プラスチック製の保護カバー、ケーブル	
およびエンジンは、ヒューズによって	
不慮の電流の過負荷から保護され、完全	
な安全対策がとられたマシンとなってい
ます。

Easy Quattroバージョンには四面クランプが搭載さ
れ、キーのより確かなグリップを保証し、より快適
でシンプルな使用が可能です。
Easyの新しいデザインはよりより機能的で現代	
的で、すべてのカッティングプロセス中のユーザー	
体験を簡素化し、向上させます。新しいハイテク	
部品のおかげで、Easyはどんなワークステーション	
にもより効率的で安全で適応可能になります。	
モデルチェンジプロセスはキャリッジ・カーター・
ノブ・レバーおよび電源ボタンを含むいくつかの	
要素の交換によって、機械のより良い取り扱いを	
可能にし、その使用中により大きな安定性と機能性
を可能にします。



Keyline S.p.A. EASY

TECHNICAL FEATURES

Model

Power Supply

Movements / Axes

Jaws

Tracer

Motor

Cutter

Cutter Speed

Brush

Absorption

Dimensions

Weight

       Easy  Easy Quattro

       230V 50Hz / 110V 60Hz

       2 axes

       2 faces 4 faces

       Hardened

       Asynchronous one speed

       HSS 80x5x16 mm

       700 rpm

       Tynex

       200W

       Width: 370 mm /
       Depth: 370 mm /
       Height: 240 mm

       19 Kg

テクニカルデータ

バージョン

電源

動き/軸

クランプ

トレーサー

モーター

カッター

カッター速度

ブラシ

消費電力

寸法

質量

       Easy  Easy Quattro

       230V 50Hz / 110V 60Hz

	       2軸

       2面クランプ		 4面クランプ

	       硬化	

	       非同期、一定速度

       HSS 80x5x16 mm

       700 rpm

       Tynex

       200 W

       幅: 370 mm、
       奥行き: 370 mm、
       高さ: 240 mm

       19 kg



Keyline USA

Bianchi USA, Inc.

31336 Industrial Pkwy - Suite 3

North Olmsted, Ohio 44070, USA

T +1 440 716 8006

F +1 216 803 0202

TF +1 800 891 2118

info@keyline-usa.com

www.keyline-usa.com

Keyline Italia

Keyline Italia S.r.l.

Parco Leonardo

Via Francesco Borromini, 22

00054 Fiumicino (RM), Italy

T +39 06 4122 9822

F +39 06 4120 0981

info@keyline-italia.it

www.keyline-italia.it

Keyline UK

18 Beeston Court - Stuart Road

Manor Park - Runcorn - Cheshire

WA7 1SS - UK

T +44 (0) 1928 597 755

info@keyline-uk.co.uk

www.keyline-uk.co.uk

Keyline Shanghai

Bianchi 1770 Hardware Technology (Shanghai) Co. Ltd

比安奇五金技术（上海）有限公司

中国上海市虹口区黄浦路99号

上海滩国际大厦1505室

Room 1505, Shanghai Bund International Tower

No.99 Huangpu Road, Hong Kou District 200080

Shanghai P.R. China

T +86 021 5031 0980

F +86 021 5031 0981

info@keyline-shanghai.com

www.keyline-shanghai.com

Keyline Germany

Keyline GmbH

Uhlandstraße 31b

42549 Velbert, Germany

T +49 (0) 2051 807 4444

F +49 (0) 2051 606 9922

info@keyline-germany.de

www.keyline-germany.de

Bianchi 1770 Group Companies distributing Keyline products

Bianchi 1770 Group Representative Offices coordinating onsite distributors 

To find the distributor closest to your company,  
please send a request to:

Keyline

Keyline S.p.A.

Via Camillo Bianchi, 2 - P.O. Box 251

31015 Conegliano (TV) Italy

T +39 0438 202 511

F +39 0438 202 520

info@keyline.it

www.keyline.it

Keyline Japan

〒532-0011

大阪府大阪市淀川区西中島4-7-20

日宝新大阪第1ビル4階1号
Room 4F-1 Nippo Shin-Osaka Daiich Building

4-7-20 Nishinakajima, Yodogawa-ku Osaka City

Osaka 532-0011, Japan

T +81 6 4805 6969

F +81 6 4805 6900

info@keyline-japan.jp

www.keyline-japan.jp
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